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Water	meter	 tasks	 include:	measurement	 of	 a	 physical	 value,	 processing	 the	 obtained	













and	 its	 inspection	are	regulated	by	 the	Polish	Act	on	Measures	Law	(i.e.	Journal	of	Laws	
2004.243.2441	with	later	amendments).	The	Act	tries	to	impose	uniform	measurement	units	
and	measurement	accuracy	for	the	physical	values.	It	establishes	measurement	administration	
bodies	 as	 competent	 bodies	 to	 rule	 on	matters	 regarding	measurements	within	 the	Polish	
Republic.	The	Act	comprises	delegations	to	the	implementing	regulations	defining	the	detailed	
requirements.	The	Regulation	of	 the	Minister	of	 the	Economy	describes	 the	 requirements	
that	have	 to	be	met	by	water	meters	and	a	detailed	scope	of	 tests	performed	during	 legal	
metrological	control	of	these	measuring	instruments.	During	the	next	certification,	a	checking	
procedure	determines	water	meter	errors	for	at	least	three	flow	rates,	specific	to	each	meter.	
Each	time,	at	 the	certification	stand,	 the	amount	of	water	 that	actually	flowed	through	the	
meter	is	compared	with	the	amount	indicated	by	the	counter	[12–15].














































It	was	 found	 that	most	 of	 976	water	meters	 tested,	 after	 their	 dismantling	 before	 the	
expiration	day,	had	their	mechanism	locked;	such	cases	constituted	for	54.3%	of	the	collected	





























































to	 their	 ferromagnetic	 properties,	 they	 may	 adhere	 to	 inner	 surfaces	 of	 the	 water	 meter	
increasing	the	failure	rate.	In	other	areas,	(the	water	systems	supplied	by	the	Rudawa,	Dłubnia	




































comprised	199	water	meters.	Taking	 into	account	 the	quarterly	system	for	meter	 readings	
collection,	this	group	of	water	meters	was	compared	with	the	water	supply	network	failures	
that	 had	 occurred	 in	 the	 third	 quarter	 of	 2013.	The	 detailed	 analysis	 revealed	 that	water	
supply	system	failures	were	previously	observed	in	the	immediate	vicinity	of	the	28	water	
meters.	Other	cases	may	have	been	caused	by	various	dynamic	conditions	within	the	system	
such	 as	 e.g.	 switching	 changes	 or	 pressure	 changes.	An	 increased	 number	 of	 failures	 are	
found	also	in	old	pipes	in	the	city	centre.
4. Summary





It	 is	 necessary	 to	 gradually	 accumulate	 the	 data	 base	 on	 failures	 of	 the	water	meters	 
“in	 service”,	 as	 they	 age.	 The	 optimum	 situation	 would	 be	 if	 the	 company	 had	 its	 own	
certification	stand,	which	runs	regular	tests	for	different	types	of	water	meters.
R e f e r e n c e s
[1]		Dawidowicz	 J.,	Tuz	 P.K.,	Problemy ustalania przepływu obliczeniowego do doboru 
wodomierzy, I	Konferencja	nt.	„Instalacje	wodociągowe	i	kanalizacyjne	–	projektowa-
nie,	wykonawstwo,	eksploatacja”,	Seidel-Przywecki,	Warszawa	2004.
[2]		Koral	W.,	Statystyczne metody doboru średnicy i oceny poprawności wskazań wodo-
mierzy głównych instalowanych w budynkach wielorodzinnych, Instal	(5)	2005,	16-19.
[3]		Orłowska	 M.,	 Wyznaczenie przepływów obliczeniowych przy doborze wodomierzy 
głównych i projektowaniu średnic instalacji wodociągowych w budynkach mieszkal-
nych wielorodzinnych, Gaz,	Woda	i	Technika	Sanitarna	(6),	2006,	27-33.
[4]	 Tuz	P.K.,	Dobór i eksploatacja wodomierzy. Stan prawny (cz. 1),	Rynek	Instalacyjny	
(5),	2009,	35-38.
[5]	 Tuz	P.K.,	Dobór i eksploatacja wodomierzy. Stan prawny (cz. 2),	Rynek	Instalacyjny	
(6),	2009,	91-95.
[6]		Tuz	P.K.,	Dobór i eksploatacja wodomierzy. Wybór typu licznika (cz. 1),	Rynek	Instala-
cyjny	(9),	2009,	54-59.
11
[7]		Tuz	P.K.,	Dobór i eksploatacja wodomierzy. Wybór typu licznika (cz. 2),	Rynek	Instala-
cyjny	(10),	2009,	93-95.
[8]		Koral	W.,	Wymagania wobec wodomierzy w dyrektywie MID z punktu widzenia odbior-
cy końcowego, Instal	(11)	2006,	48-49.
[9]	 Troskaliński	 A.,	 Poradnik wodomierzowy,	 Budownictwo	 i	 Architektura,	 Warszawa	
1956.
[10]		Tuz	P.K.,	Propozycja wprowadzenia współczynnika dopasowania wielkości przepływu 
do wymagań normy PN-92/B-01706 przy doborze wodomierzy domowych w oparciu 
o analizę wyników monitoringu podłączeń wodociągowych,	Instal	(7/8),	2005,	16-21.
[11]		 Tuz	P.K.,	Wodomierze wolumetryczne (objętościowe) po 5 latach eksploatacji w sieci 
wodociągowej,	Civil	and	Environmental	Engineering	(2),	2011,	175-181.
[12]		Bylka	 H.,	 Szczechowiak	 E.,	 Zarządzanie wodomierzami,	 Wodociągi	 i	 Kanalizacja	
11(2),	2005.
[13]		Dawidowicz	 J.,	Tuz	 P.K.,	Określenie wpływu zakresu pomiarowego wodomierzy na 
błędy wskazań objętości przepływającej wody, Instal	(5)	2005,	10-12.
[14]		Gwoździej-Mazur	J.,	Metoda weryfikacji doboru wodomierzy na przykładzie obiektów 
użyteczności publiczne, rozprawa	doktorska, Białystok	2013.
[15[		Tuz	P.K.,	Gwoździej-Mazur	J.,	Problemy z metrologią wodomierzy, Rynek	Instalacyjny	
(9),	2012,	75-78.
[16]		Cichoń	 T.,	 Ocena wieloaspektowa niezawodności systemu opomiarowania poboru 
i strat wody na podstawie doświadczeń eksploatacyjnych,	rozprawa	doktorska,	Kraków	
2015.
[17]		Directive	of	the	European	Parliament	and	the	Council	of	31	March,	2004	on	measuring	
instruments,	No	2004/22/WE.
[18]	 Regulation	of	the	Minister	of	Economy	of	23	October,	2007	on	the	requirements	to	be	
met	by	water	meters	and	the	detailed	scope	of	tests	performed	during	legal	metrological	
control	of	these	measuring	instruments	(Journal	of	Laws,	No	209.1513)	based	on	article	
9a	of	the	Act	on	Measures	of	11	May	2001	(Journal	of	Laws	of	2004,	No	243.2441.	
with	later	amendments).
